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Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1
	Acrylic facade paint (QTY=40 kg)
	
	
	

	2
	Acrylic primer (QTY=5 lit)
	
	
	

	3
	Aluminium flashing (colour RAL 8019, total surface area 25m2) shaped according to the attached sketch 1 (QTY=75m) 

(in accordance to Annex 1 Project design and bill of quantities, sheet Sketch 1)
	
	
	

	4
	CD profile connector (under the roof) (QTY=840 pcs)
	
	
	

	5
	Rebar Ø10 (QTY=694 kg)
	
	
	

	6
	Rebar Ø10 corrugated (deformed) (QTY=200 kg)
	
	
	

	7
	Rebar Ø12 (QTY=1400 kg)
	
	
	

	8
	Rebar Ø6 (QTY=313 kg)
	
	
	

	9
	Rebar Ø6 corrugated (deformed) (QTY=40 kg)
	
	
	

	10
	Rebar mesh Ø4 (QTY=17 pcs)
	
	
	

	11
	Rebar mesh Ø5 (QTY=14 pcs)
	
	
	

	12
	copper pipe for heating installation, F18, wall thickness 0.75mm (QTY=210 m)
	
	
	

	13
	copper pipe for heating installation, F22, wall thickness 0.75mm (QTY=215 m)
	
	
	

	14
	copper pipe for heating installation, F28, wall thickness 0.75mm (QTY=27 m)
	
	
	

	15
	bandage tape (QTY=4 reels)
	
	
	

	16
	single lever faucet with shower (QTY=15 pcs)
	
	
	

	17
	wall-mounted sink faucet (QTY=1 pcs)
	
	
	

	18
	bitulite-pre-bitumen coating for cold process, supplied in plastic packaging of 9 liters (QTY=513 liters)
	
	
	

	19
	blocks 40x40x33 cm (QTY=18 pcs)
	
	
	

	20
	water heater 80l (QTY=10 pcs )
	
	
	

	21
	pine board 24mm, length 3 to 5 m (QTY=33 m³)
	
	
	

	22
	CD profile (QTY=340 m)
	
	
	

	23
	cement-standard portland composite, packed in natron bags 50/1 (QTY=46.200 kg)
	
	
	

	24
	radiator plug, right (QTY=38 pcs)
	
	
	

	25
	underfloor heating pipes Ø 16 with insulation (QTY=200 m)
	
	
	

	26
	tile flat, double-folded consumption per m² of 12-15 tiles, minimum cover width 220 mm (QTY=16.400 pcs)
	
	
	

	27
	flue pipe F80, 1000 mm (QTY=15 pcs)
	
	
	

	28
	Waterborne wall paint, white, packed in 25kg bags (QTY=50 kg)
	
	
	

	29
	nails 10 cm (QTY=1 kg)
	
	
	

	30
	nails 7 cm (QTY=25 kg)
	
	
	

	31
	nails 8 cm (QTY=5 kg)
	
	
	

	32
	el. pgp cables 3x1.5 (QTY=500 m)
	
	
	

	33
	el. pgp cables 3x2.5 (QTY=420 m)
	
	
	

	34
	el. pgp cables 5x2.5 (QTY=120 m)
	
	
	

	35
	facade DEMIT - Decorative facade mortar based on white cement binder, for finishing exterior walls suitable for application on styrofoam DEMIT facade (QTY=19400 kg)
	
	
	

	36
	FERT beams of length l = 4m (QTY=35 pcs)
	
	
	

	37
	FERT beams of length l = 5m (QTY=16 pcs)
	
	
	

	38
	FERT beams of length l = 5,5m (QTY=27 pcs)
	
	
	

	39
	FERT filling - blocks (QTY=2000 pcs)
	
	
	

	40
	pressure maintenance flange (20 bar) (QTY=4 pcs)
	
	
	

	41
	fugo mass for interior tiles (QTY=20kg)
	
	
	

	42
	fugo mass for exterior tiles (ceresit 40 or similar) (QTY=30 kg)
	
	
	

	43
	gypsum boards d 12mm (QTY=205 m²)
	
	
	

	44
	gypsum boards waterproof VP (QTY=7,2m²)
	
	
	

	45
	gypsum boards, thickness 9mm, dimensions 1250x2000mm (QTY=443 pcs)
	
	
	

	46
	smoothing compound for the treatment of interior plaster wall surfaces, powder, packed in natron bags 25/1 (QTY=1200 kg)
	
	
	

	47
	construction glue intended for gluing external wall and floor ceramics, packing in natron bags of 25 kg (QTY=650 kg)
	
	
	

	48
	construction glue intended for gluing interior wall and floor ceramics, packing in natron bags of 25 kg (QTY=4650 kg)
	
	
	

	49
	radiator, rib dimensions height x width x length = 680 x 97 x 80 (QTY=210 ribs)
	
	
	

	50
	hydrated slaked lime packed in bags 25/1 (QTY=10090 kg)
	
	
	

	51
	SIKA waterproofing - one-component or similar (QTY=20 bags)
	
	
	

	52
	Condor waterproofing tape with glass wool insert, coated with plastomer bitumen on both sides and protected with polyethylene foil, in rolls 1m wide, 10m long (QTY=20m²)
	
	
	

	53
	Waterproofing bitumen tapes  4mm width (QTY=80 m2)
	
	
	

	54
	hollender with internal thread, 18mm - 1/2" (QTY=60 pcs)
	
	
	

	55
	hollender, flat 3/4 " (QTY=4 pcs)
	
	
	

	56
	filling for gypsum boards (QTY=50 kg)
	
	
	

	57
	chimney insulation "FIDEL" (QTY=6 m)
	
	
	

	58
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 100/205. Solid pine stock with a minimum width of 10 cm (QTY=1 pcs)
	
	
	

	59
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 100/210. Solid pine stock with a minimum width of 10 cm (QTY=4 pcs)
	
	
	

	60
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 60/205. Solid pine stock with a minimum width of 10 cm (QTY=1 pcs)
	
	
	

	61
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 70/200. Solid pine stock with a minimum width of 10 cm (QTY=1 pcs)
	
	
	

	62
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 70/205. Solid pine stock with a minimum width of 10 cm (QTY=6 pcs)
	
	
	

	63
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 70/210. Solid pine stock with a minimum width of 10 cm (QTY=2 pcs)
	
	
	

	64
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 80/200. Solid pine stock with a minimum width of 10 cm (QTY=1 pcs)
	
	
	

	65
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 80/205. Solid pine stock with a minimum width of 10 cm (QTY=14 pcs)
	
	
	

	66
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 80/205 + 30 skylight. Solid pine stock with a minimum width of 10 cm (QTY=2 pcs)
	
	
	

	67
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 80/210. Solid pine stock with a minimum width of 10 cm (QTY=1 pcs)
	
	
	

	68
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 80/260. With skylight. Solid pine stock with a minimum width of 10 cm (QTY=1 pcs)
	
	
	

	69
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 90/200. Solid pine stock with a minimum width of 10 cm (QTY=8 pcs)
	
	
	

	70
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 90/205. Solid pine stock with a minimum width of 10 cm (QTY=17 pcs)
	
	
	

	71
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 90/210. Solid pine stock with a minimum width of 10 cm (QTY=3 pcs)
	
	
	

	72
	single-leaf wooden interior door with veneered double-sided cladding, paper honeycomb filling and frame made of pure pine, size 90/260. With skylight .Solid pine stock with a minimum width of 10 cm (QTY=4 pcs)
	
	
	

	73
	Bathtub enameled 140/75 (QTY=1 pcs)
	
	
	

	74
	stone wool - thermal insulation, d=10cm (QTY=67m²)
	
	
	

	75
	stone wool - thermal insulation, d=15cm for fasades (QTY=170 m²)
	
	
	

	76
	stone wool - thermal insulation, d=5cm (QTY=45m²)
	
	
	

	77
	stone wool - thermal insulation, d=12cm (QTY=250 m²)
	
	
	

	78
	knauf base for the final facade or similar (QTY=5 pcs)
	
	
	

	79
	flue pipe elbow 90o (QTY=4 pcs)
	
	
	

	80
	Elbow F18, double sided (QTY=99 pcs)
	
	
	

	81
	Elbow F18, one sided (QTY=60 pcs)
	
	
	

	82
	Elbow F22, double sided (QTY=38 pcs)
	
	
	

	83
	Elbow F22, one sided (QTY=24 pcs)
	
	
	

	84
	Elbow F28, double sided (QTY=24 pcs)
	
	
	

	85
	Elbow F28, one sided (QTY=24 pcs)
	
	
	

	86
	condensing tank with condensate drain f80 (QTY=1 pcs)
	
	
	

	87
	construction for gypsum boards (side) UD (QTY=5 veza)
	
	
	

	88
	construction for gypsum boards CD (QTY=10 veza)
	
	
	

	89
	pellet boiler with pump, power 21kW (QTY=1 pcs)
	
	
	

	90
	pellet boiler with pump, power 23kW (QTY=2 pcs)
	
	
	

	91
	roof three-layer foil vapor-tight, waterproof, (QTY=210 m²)
	
	
	

	92
	roof window 90 x 110 (QTY=1 pcs)
	
	
	

	93
	Laminate slats 5 cm wide, appropriate colors for the laminate (QTY=875 m)
	
	
	

	94
	laminate commercial class 32, thickness 8mm, oak color (QTY=921 m²)
	
	
	

	95
	50 cm wide sink mounted on the wall, with an opening for a single-lever faucet and a siphon (QTY=12 pcs)
	
	
	

	96
	60 cm wide sink mounted on the wall, with an opening for a single-lever faucet and a siphon (QTY=4 pcs)
	
	
	

	97
	adhesive for gypsum boards (QTY=600 kg)
	
	
	

	98
	glue for gluing stone wool (rock wool) on the wall (QTY=2500 kg)
	
	
	

	99
	adhesive for gluing styrofoam to brick walls based on cement binder packed in a natron bag of 25 kg (QTY=40350 kg)
	
	
	

	100
	glue for gluing styrofoam to the wall or for coating over the mesh in natron bags of 25kg (QTY=1500 kg)
	
	
	

	101
	Pinewood lath dimension 3x5 cm (QTY=5450 m)
	
	
	

	102
	metal dowels with wedge (QTY=2500 pcs)
	
	
	

	103
	mineral wool d = 10 cm  (QTY=322 m²)
	
	
	

	104
	facade mesh - glass mesh 145 gr. (QTY=5470 m²)
	
	
	

	105
	facade mesh - glass mesh 200 gr. for stone wool (rock wool) (QTY=170 m²)
	
	
	

	106
	MS connector, F18 (QTY=86 pcs)
	
	
	

	107
	muff extensions, F28 (QTY=22 pcs)
	
	
	

	108
	radiator bracket (QTY=77 pcs)
	
	
	

	109
	spacer (QTY=22 pcs)
	
	
	

	110
	radiator spacer (QTY=18 pcs)
	
	
	

	111
	gutters (QTY=25 m)
	
	
	

	112
	OSB boards, d=9mm (QTY=1.3 m³)
	
	
	

	113
	oak parquet 22 mm (QTY=25 m²)
	
	
	

	114
	sand, ground quartz, granulation 0.063-4 mm (QTY=37.1 m³)
	
	
	

	115
	plastic dowel, with styrofoam wedge (QTY=16990 pcs)
	
	
	

	116
	plastic dowel, with styrofoam wedge ɸ16      (QTY=1500 pcs)
	
	
	

	117
	initial molding for the facade d = 10 cm (QTY=46 m)
	
	
	

	118
	initial molding for the stone wool facade d = 15 cm (QTY=35 m)
	
	
	

	119
	initial moldings for the styrofoam facade 12 cm (QTY=35 m)
	
	
	

	120
	Roof support beams (rafters) 1x5cm (QTY=2.83 m3)
	
	
	

	121
	Roof support beams (rafters) 2x5cm (QTY=0.5 m3)
	
	
	

	122
	substrate Acrylic Grund bucket = 20 kg (QTY=4 buckets)
	
	
	

	123
	floor tiles of standard domestic production, first class, standard dimensions (QTY=587 m²)
	
	
	

	124
	floor tiles of standard domestic production, first class, standard dimensions (Gres Porcellanato - GIULIA BEIGE, dim. 30x60cm or similar) (QTY=100 m2)
	
	
	

	125
	floor tiles of standard domestic production for external use,  first class, standard dimensions (QTY=235  m²)
	
	
	

	126
	floor tiles of standard domestic production for floor heating use,  first class, standard dimensions (QTY=180  m²)
	
	
	

	127
	semi-dispersive paint for walls, packing in 25kg buckets (QTY=250 kg)
	
	
	

	128
	partition gitter block, dimensions 25x19x12cm (QTY=3830 pcs)
	
	
	

	129
	Connector (fitting) F28 (QTY=30 pcs)
	
	
	

	130
	PVC F110 pipe (QTY=30 m)
	
	
	

	131
	PVC F70 pipe (QTY=10 m)
	
	
	

	132
	PVC waterproofing roof membrane-supplied with the following system components that are included in the price of the product- pvc foil hydrolen, geotextile as a layer for separating pvc sheet plasticized, which is placed on holkers, requires 50 m´ of sheet metal, dowels for PVC membrane 4-5 pcs / m2. Calculation per m2 (QTY=800 m²)
	
	
	

	133
	PVC six-chamber double-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimensions 100/210, with opening around the vertical axis (QTY=1 pcs)
	
	
	

	134
	PVC six-chamber double-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimensions 110/210, with opening around the vertical axis (QTY=1 pcs)
	
	
	

	135
	PVC six-chamber double-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimensions 140/210, with opening around the vertical axis (QTY=7 pcs)
	
	
	

	136
	PVC six-chamber double-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimensions 80/210, with opening around the vertical axis (QTY=3 pcs)
	
	
	

	137
	PVC six-chamber single-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimension 70/230, with opening around the vertical axis, right (QTY=1 pcs)
	
	
	

	138
	PVC six-chamber single-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimension 80/210, with opening around the vertical axis (QTY=10 pcs)
	
	
	

	139
	PVC six-chamber single-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimension 80/210, with opening around the vertical axis, with blinds (QTY=2 pcs)
	
	
	

	140
	PVC six-chamber single-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimension 80/240, with opening around the vertical axis (QTY=1 pcs)
	
	
	

	141
	PVC six-chamber single-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimension 100/210, with opening around the vertical axis (QTY=2 pcs)
	
	
	

	142
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 100x140 (QTY=1 pcs)
	
	
	

	143
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 100x140, with blinds (QTY=2 pcs)
	
	
	

	144
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 100x80 (QTY=1 pcs)
	
	
	

	145
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 110x140 (QTY=2 pcs)
	
	
	

	146
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 120x120 (QTY=21 pcs)
	
	
	

	147
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 120x120, with blinds (QTY=5 pcs)
	
	
	

	148
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 120x140 (QTY=12 pcs)
	
	
	

	149
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 120x140, with blinds (QTY=2 pcs)
	
	
	

	150
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 120x160 (QTY=1 pcs)
	
	
	

	151
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 130x130 (QTY=1 pcs)
	
	
	

	152
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 130x140 (QTY=2 pcs)
	
	
	

	153
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 140x120 (QTY=1 pcs)
	
	
	

	154
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 140x140 (QTY=18 pcs)
	
	
	

	155
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 140x140, with blinds (QTY=1 pcs)
	
	
	

	156
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 140x80 (QTY=2 pcs)
	
	
	

	157
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 160x120 (QTY=1 pcs)
	
	
	

	158
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 160x140 (QTY=1 pcs)
	
	
	

	159
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 180x120 (QTY=1 pcs)
	
	
	

	160
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 180x140 (QTY=2 pcs)
	
	
	

	161
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 200x80 (QTY=4 pcs)
	
	
	

	162
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 200x60 (QTY=1 pcs)
	
	
	

	163
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 60x60 (QTY=5 pcs)
	
	
	

	164
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 60x90 (QTY=1 pcs)
	
	
	

	165
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 70x160, with blinds (QTY=1 pcs)
	
	
	

	166
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 80x120 (QTY=1 pcs)
	
	
	

	167
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 80x140 (QTY=2 pcs)
	
	
	

	168
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 80x180, with blinds (QTY=1 pcs)
	
	
	

	169
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 80x60 (QTY=1 pcs)
	
	
	

	170
	PVC six-chamber double-glazed windows glazed with thermal insulation glass, 4 + 16 + 4 mm, dimensions 100x120 (QTY=1 pcs)
	
	
	

	171
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 100x140 (QTY=5 pcs)
	
	
	

	172
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 120x120, with blinds (QTY=2 pcs)
	
	
	

	173
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 120x130 (QTY=2 pcs)
	
	
	

	174
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 120x140 (QTY=6 pcs)
	
	
	

	175
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 120x80 (QTY=1 pcs)
	
	
	

	176
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 130x130 (QTY=1 pcs)
	
	
	

	177
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 140x120, with blinds (QTY=1 pcs)
	
	
	

	178
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 140x140 (QTY=7 pcs)
	
	
	

	179
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 140x140, with blinds (QTY=1 pcs)
	
	
	

	180
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 50x50 (QTY=1 pcs)
	
	
	

	181
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 60x40 (QTY=1 pcs)
	
	
	

	182
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 60x60 (QTY=3 pcs)
	
	
	

	183
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 60x60, with blinds (QTY=2 pcs)
	
	
	

	184
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 60x80 (QTY=5 pcs)
	
	
	

	185
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 60x90 (QTY=1 pcs)
	
	
	

	186
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 70x140 (QTY=6 pcs)
	
	
	

	187
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 80x100 (QTY=2 pcs)
	
	
	

	188
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 80x120, with blinds (QTY=3pcs)
	
	
	

	189
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 80x130 (QTY=1 pcs)
	
	
	

	190
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 80x60 (QTY=8 pcs)
	
	
	

	191
	PVC six-chamber single-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 80x80, with blinds (QTY=2pcs)
	
	
	

	192
	PVC six-chamber triple-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 250x180 (QTY=2 pcs)
	
	
	

	193
	PVC six-chamber triple-pane windows glazed with thermal insulation glass, 4 + 16 + 4 mm dimensions 250x180, seen from the inside, there is a double-leaf window on the left, and a single-leaf window on the right (QTY=1 pcs)
	
	
	

	194
	PVC water pipes ׳ 1/2 ׳ (QTY=55 m)
	
	
	

	195
	Reduction F28 to F18 (QTY=28 pcs)
	
	
	

	196
	Reduction F28 to F22 (QTY=22 pcs)
	
	
	

	197
	Reduction radiator ½ left (QTY=46 pcs)
	
	
	

	198
	Reduction radiator 3/8 ", right (QTY=40 pcs)
	
	
	

	199
	Sawn timber - beams are of standard sizes, lengths rounded to the nearest meter are delivered according to the specified dimensions of the beams for each user, all calculated in m2 (150x150x6000mm) (QTY=1 m3)
	
	
	

	200
	Sawn timber - beams are of standard sizes, lengths rounded to the nearest meter are delivered according to the specified dimensions of the beams for each user, all calculated in m2 (100x120x5000mm) (QTY=1,32 m³)
	
	
	

	201
	Sawn timber - beams are of standard sizes, lengths rounded to the nearest meter are delivered according to the specified dimensions of the beams for each user, all calculated in m2 (100x120x6000mm) (QTY=12.5 m³)
	
	
	

	202
	Sawn timber - beams are of standard sizes, lengths rounded to the nearest meter are delivered according to the specified dimensions of the beams for each user, all calculated in m2 (100x120x7000mm) (QTY=4 m3)
	
	
	

	203
	Sawn timber - beams are of standard sizes, lengths rounded to the nearest meter are delivered according to the specified dimensions of the beams for each user, all calculated in m2 (100x120x8000mm) (QTY=7.78 m3)
	
	
	

	204
	Sawn timber - beams are of standard sizes, lengths rounded to the nearest meter are delivered according to the specified dimensions of the beams for each user, all calculated in m2 (100x140x6000mm) (QTY=4 m3  )
	
	
	

	205
	Wall flue pipe holder (QTY=15 pcs)
	
	
	

	206
	Safety valve 3/4 " (QTY=6 pcs)
	
	
	

	207
	Silicate fasade paint (QTY=50 kg )
	
	
	

	208
	Silicate plaster grain size 1,5mm full structure (QTY=625 kg)
	
	
	

	209
	Silicate primer (QTY=50 kg)
	
	
	

	210
	3/8 "maintenance tap (QTY=38 pcs)
	
	
	

	211
	Filling tap 1/2 " (QTY=14 pcs)
	
	
	

	212
	Ridge tile length min. 360mm with consumption, 3pcs per meter (QTY=129 pcs)
	
	
	

	213
	Solid fuel stove for central heating Alfa Plam Alfa90HE Favorit or similar (QTY=1 pcs)
	
	
	

	214
	Glass wool 10 cm thick (QTY=100m²)
	
	
	

	215
	Styrofoam 2 cm thick, without seam, density 25 kg / m3 in boards 125x60 cm 17 grams (QTY=418 m2)
	
	
	

	216
	Styrofoam 3 cm thick 17 grams (QTY=201 m2)
	
	
	

	217
	Styrofoam 10 cm thick 17 grams (QTY=1520 m2)
	
	
	

	218
	Styrofoam 12 cm thick 17 grams (QTY=220 m²)
	
	
	

	219
	Styrofoam 5 cm thick 17 grams (QTY=410 m²)
	
	
	

	220
	Styrofoam 8 cm thick 17 grams (QTY=2500 m2)
	
	
	

	221
	Styrofoam 15 cm thick 17 grams (QTY=150 m2)
	
	
	

	222
	PVC carpentry, shape in line with the attached sketch 2, in wider part is PVC six-chamber double-leaf balcony door glazed with thermal insulation glass 4 + 16 + 4 mm, dimension 140/220, with opening around the vertical axis, the rest of the carpentry PVC six-chamber single-pane window glazed with thermal insulation glass, 4 + 16 + 4 mm  (QTY=1 pcs)
(in accordance to Annex 1 Project design and bill of quantities, sheet Sketch 2)
	
	
	

	223
	Hollow gitter block dimensions 25x19x19cm (QTY=6680 pcs)
	
	
	

	224
	Towel dryer 500 x 1200 with complete set  (QTY=5 pcs)
	
	
	

	225
	T part F28 (QTY=18 pcs)
	
	
	

	226
	T/H sink faucet single lever, sink mounted (QTY=14 pcs)
	
	
	

	227
	T/H sink faucet single lever (QTY=4 pcs)
	
	
	

	228
	Thermosilent substrate (foil) for laminate (QTY=855 m2)
	
	
	

	229
	T-part 18x18x18 (QTY=4pcs)
	
	
	

	230
	T-part, 22 x 18 x 22 (QTY=36 pcs)
	
	
	

	231
	T-part, 22 x 22 x 22 (QTY=30 pcs)
	
	
	

	232
	T-fork (QTY=1 pcs)
	
	
	

	233
	Three-layer vapor-permeable roof, waterproof roofing foil (package 75 m2) (QTY=1710 m2)
	
	
	

	234
	Acrylic shower tray, 90 x 90 cm (QTY=11 pcs)
	
	
	

	235
	UD profile (QTY=120 m)
	
	
	

	236
	Corner moldings for facade with mesh (QTY=100 m)
	
	
	

	237
	Corner plastic moldings (QTY=50 pcs)
	
	
	

	238
	Entrance double-leaf security door dim 0,8 + 0,4 / 2,10 door leaf thickness min.5cm with partition sheet min 0,5mm and lattice of box metal profiles in the wings (QTY=1 pcs)
	
	
	

	239
	Entrance double-leaf security door dim 1.00 + 0.66 / 2.10 door leaf thickness min.5cm with partition sheet min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on stem and door leaf (QTY=2 pcs)
	
	
	

	240
	Entrance double-leaf security door dim 1,30 / 2,10 door leaf thickness min.5cm with partition sheet metal min 0,5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and door leaf (QTY=1 pcs)
	
	
	

	241
	Entrance double-leaf security door dim 1.40 / 2.30 door leaf thickness min.5 cm with partition sheet metal min 0.5 mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=1 pcs)
	
	
	

	242
	Entrance single-leaf security door dim 0.90 / 2.10 door leaf thickness min.5cm with partition plate min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=2 pcs)
	
	
	

	243
	Entrance single-leaf security door dim 0.90 / 2.20 door leaf thickness min.5cm with partition plate min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=1 pcs)
	
	
	

	244
	Entrance single-leaf security door dim 0.90 / 2.20 door leaf with skylight dim 90/40 thickness min.5cm with partition plate min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=1 pcs )
	
	
	

	245
	Entrance single-leaf security door dim 1.00 / 2.05 door with skylight, leaf thickness min.5cm with partition sheet min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=1 pcs)
	
	
	

	246
	Entrance single-leaf security door dim 1.00 / 2.05 door leaf thickness min.5cm with partition sheet min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=1 pcs)
	
	
	

	247
	Entrance single-leaf security door dim 1.00 / 2.10 door leaf thickness min.5cm with partition plate min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and leaf (QTY=6 pcs)
	
	
	

	248
	Entrance single-leaf security door dim 1,10 / 2,10 door leaf thickness min.5cm with partition sheet metal min 0,5mm and grille made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the stem and door leaf (QTY=2 pcs)
	
	
	

	249
	Entrance single-leaf security door dim 1,10 / 2,20 door leaf thickness min.5cm with partition sheet metal min 0,5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the door stem and door leaf (QTY=1 pcs)
	
	
	

	250
	Entrance single-leaf security door dim 1,10 / 2,40 with skylight with door leaf thickness min.5cm with partition sheet metal min 0,5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the stem and wing door (QTY=1 pcs)
	
	
	

	251
	Entrance single-leaf security door dim 1,20 / 2,40 door leaf thickness min.5cm with partition sheet metal min 0,5mm and grille made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the stem and door leaf (QTY=1 pcs)
	
	
	

	252
	Entrance single-leaf security door dim0.90-1.00 / 2.10 door leaf thickness min.5cm with partition sheet metal min 0.5mm and box made of box metal profiles in the door leaf, with sound insulator, equipped with security lock and sealing rubber on the stem and a door leaf (QTY=1 pcs)
	
	
	

	253
	Entrance double doors PVC 80 + 40/220 (QTY=1 pcs)
	
	
	

	254
	Entrance door 215 x 100 (QTY=1 pcs)
	
	
	

	255
	Internal pipes Ø160 (QTY=18 pcs)
	
	
	

	256
	Stirrup rebar 16x16 (QTY=500 pcs)
	
	
	

	257
	Baltic toilet bowl with cistern, flex hose and toilet seat (QTY=15 pcs)
	
	
	

	258
	1 "ball valve (QTY=21 pcs)
	
	
	

	259
	Valve, radiator, bottom, straight 1/2 " (QTY=22 pcs)
	
	
	

	260
	Valve, radiator, bottom, angle 1/2 " (QTY=22 pcs)
	
	
	

	261
	Valve, radiator, top, straight 1/2 " (QTY=22 pcs)
	
	
	

	262
	Valve, radiator, top, angle 1/2 " (QTY=22 pcs)
	
	
	

	263
	Vertical sheet metal gutter (QTY=32 m)
	
	
	

	264
	Wind slats 7 metars (QTY=4 pcs)
	
	
	

	265
	Pipe holder clamp (QTY=77 pcs)
	
	
	

	266
	Wall ceramic tiles of domestic production I class. standard dimensions (QTY=637 m2)
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